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A. PANEL TYPE WITHOUT REGULATOR (for PRODUCT R/O) ACRYLIC  

 LZM - Z SERIES  

 a. LZM - 15Z : 0.2-2 GPM (Liquid) Screw thread 1/2"  

   

 b. LZM - 15Z : 0.5-5 GPM (Liquid) Screw thread 1/2"  

   

 c. LZM - 25Z : 1-10 GPM (Liquid) Screw thread 1"  

   

 d. LZM - 25Z : 2-20 GPM (Liquid) Screw thread 1"  

   

 e. LZM - 25Z : 5-45 GPM (Liquid) Screw thread 1"  

   

   

B. PANEL TYPE WITH REGULATOR (for REJECT R/O) ACRYLIC  

 LZM - ZT SERIES  

 a. LZM - 15ZT : 0.5-5 GPM (Liquid) Screw thread 1/2"  

 Valve : SS, Fitting : brass chromeplate, Float : SS  

 b. LZM - 25ZT : 2-10 GPM (Liquid) Screw thread 1"  

 Valve : Brass, Fitting : brass chromeplate, Float : SS  

 c. LZM - 25ZT : 6-20 GPM (Liquid) Screw thread 1"  

 Valve : Brass, Fitting : brass chromeplate, Float : SS  

 d. LZM - 25ZT : 10-35 GPM (Liquid) Screw thread 1"  

 Valve : Brass, Fitting : brass chromeplate, Float : SS  

 e. LZM - 25ZT : 15-45 GPM (Liquid) Screw thread 1"  

 Valve : Brass, Fitting : brass chromeplate, Float : SS  

   

C. PIPA (PIPING) TYPE (PLASTIC)  

 LZS SERIES  

 a. LZS - 15 : 16-160 l/h (Short tube type) Dia. 15 mm  

 Joint pipe, screw cap, O-seal ring, stop plate (up),  

 scale, taper tube, float, stop plate (down)  

 b. LZS - 15 : 100-1000 l/h (Short tube type) Dia. 15 mm  

 Joint pipe, screw cap, O-seal ring, stop plate (up),  

 scale, taper tube, float, stop plate (down)  

 c. LZS - 32 : 0.6-6 m3/h (Short tube type) Dia. 32 mm  

 Joint pipe, screw cap, O-seal ring, stop plate (up),  

 scale, taper tube, float, stop plate (down)  

 d. LZS - 50 : 1.6-16 m3/h (Short tube type) Dia. 50 mm  

 Joint pipe, screw cap, O-seal ring, stop plate (up),  

 scale, taper tube, float, stop plate (down)  



 

 

 

 e. LZS - 65 : 5-25 m3/h (Short tube type) Dia. 65 mm  

 Joint pipe, screw cap, O-seal ring, stop plate (up),  

 scale, taper tube, float, stop plate (down)  

 f. LZS - 65 : 8-40 m3/h (Short tube type) Dia. 65 mm  

 Joint pipe, screw cap, O-seal ring, stop plate (up),  

 scale, taper tube, float, stop plate (down)  

 g. LZS - 65 : 12-60 m3/h (Short tube type) Dia. 65 mm  

 Joint pipe, screw cap, O-seal ring, stop plate (up),  

 scale, taper tube, float, stop plate (down)  

 h. LZS - 100 : 14-90 m3/h (Short tube type) Dia. 100 mm  

 Flange, O-seal ring, taper tube, scale, leader, float  

 i. LZS - 100 : 16-120 m3/h (Short tube type)  

 Flange, O-seal ring, taper tube, scale, leader, float  

   

D. TUBE TYPE ACRYLIC  

 LZM - G SERIES  

 a. LZM - 15G : 0.5-5 GPM (Liquid) Screw thread 1/2"  

 O-ring : Silicon rubber, Fitting : ABS, Float : SS  

 b. LZM - 20G : 1-10 GPM (Liquid) Screw thread 3/4"  

 O-ring : Silicon rubber, Fitting : ABS, Float : SS  

 c. LZM - 25G : 2-20 GPM (Liquid) Screw thread 1"  

 O-ring : Silicon rubber, Fitting : ABS, Float : SS  
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