PEIKKKD® cromerer

DT-2234L

LASER TACHOMETER

SPECIFICATION

3 Digils, 18 mm (0,77) LCD

(Liguid crysial Display), with function annurciation

0.1 RPM (2.5 t0 9999 RPM)

+ (0, 05% + 1 Digit)

50 to 250 mm / 2 o 10 Inch (LED)

Display
Test Range 2,5 to E_I_!_I_._BEH RPN (r/min)
Rezolution
1 RPM {over 1IIH!I RPM)
Accuracy
Detecling Distancs
ENERAL INFORMATION
Baltery Fx 1,5V AAA (UM-4)
Size 164 x 76 x 0 mm

50 1a 500 mm / 2 to 20 Inch (LASER]

Dizplay

DT-2236B

2-IN-1 TACHOMETER

(LASER & CONTACT)

SPECIFICATION
5 Digits, 18 mm (0,7") LCD

{Liguid crystal Display), with function annunciation

Detecting Distance

50 to 500 mm / 2 to 20 Inch {Photo)

Sam_pling Time 0,8 sec (over 60 RPM)
Photo Tach 2,5 to 99,999 RPM
Contact Tach 0.5 to 19,999 RPM
Surface Speed tm  min o
Size 220 x 76 x 30 mm




