
Petroleum

· German manufacture and design
· Accurate measurement of petroleum, oil, or aviation fuel
· Accuracy to +/- 1.5mm per 30m
·  Complies with IPM - Institute of Petroleum Manual, London 

and AS1290.5
· Available in either carbon steel or stainless steel tape
· Tape graduations according to IPM8. metric

Tapes available in:

Carbon steel 13mm wide, ®xed `I' or swivel  `U'connection
007-414 10, 15, 20, 25, 30, or 50m length
Stainless steel 13mm wide, ®xed `I' swivel `U' connection
007-464 10, 15, 20, 25, 30 or 50m length

Aluminium 
Frame - Carbon 
Steel Tape

007-414ES10m

007-414ES15m

007-414ES20m

007-414ES30m

Food and wine

·  German manufacture and design
·  Accurate measurement of ¯uid in 

tanks and vats
·  Accuracy to +/- 1.5mm per 30m
·  Stainless steel tape complying to 

A51290.5 and approved to all food 
standards for use in the industry

·  A selection of tank dip weights in 
either stainless or brass

·  Suitable for wine, juice, spirits, water, 
milk, or similar liquids

IPM style

MS style

The"widest"range"of"tank"dipping"tapes"for"large"
commercial"liquid"storage"issupplied" "GSR"by"

L point I U T B*

Brass Stainless Stainless Stainless Brass

400gr 400gr 400gr 1000gr 675gr

*Suit IPM Dipping tape

Tank dipping tapes

Dip weights

007-DIP/WT

Dip weights are sold 
separately

Brass Frame - 
Carbon Steel 
Tape

007-414MS10m

007-414MS15m

007-414MS20m*

007-414MS30m*

l, or aviation fuel

ES style

Aluminium 
Frame - Stainless 
Steel Tape

007-464ES10m

007-464ES15m

007-464ES20m

007-464ES30m

007-464ES50m

Brass Frame - 
Stainless Steel 
Tape

007-464MS10m

007-464MS15m

007-464MS20m*

007-464MS30m*

007-464MS50m*

* Also available in IPM 
style !! Dip weights
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COMPLETE!!MEASURING!!SOLUTIONS
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Bore and welldip tapes
For measuring water level in bores or wells. Excellent 
in noisy boring conditions, when the plummet hits the 
water level a light beams on the winding device.

Speci®cations

· Cable -  Nylon coated steel ribbon, black, metric 
graduation in cm, red at metre ®gures

· Plummet -  Stainless steel 15mm diameter
· Power -  4-1.5 volt batteries,1.6V bulb
· Carry case -  Strong metal carry case to 200mm, wooden 

case to 500mm
· Buzzer  -  audible buzzer when plummet hits water

Water or petrol 
®nder paste

007-WOP60 petrol

007-WWP-70 
water

Tank dip 
accessories

007-496 Earth strap

007-497 Clasp 
hook

007-498 Locking 
hook

Tank dip accessories
A range of accessories are available  
for tank dips

These include:

· Earthwire and clamps
·  Separate chrome swivel hook with 

clasp
· Swivel brass locking hook
· Water indication paste
· Gasoline ®nder paste

Bore and well 
dip tapes

007-26/50m

007-26/75m

007-26/100m

007-26/150m*

007-26/200m

007-26/300m*

007-26/500m*

*Limited stock carried

!D

For"measuring"the"water"level"on"all"
domestic"tanks"up"to"3m"high."Simple"¯oat"
system.

·"Fits"all"tanks"to"3m"high

·"All"tank"types

·"Easy"to"read"dial

·"Easy"D.I.Y."®tting

·"Simple"height"setting

GSR
Unit
Wangara
Ph:
sales@gsrlasertools.com.au
www.gsrlasertools.com.au 
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